“Annex 2”

Fixed Dome Camera 
(Recommended for Elevator doors, corridors and parking area)

Imager:  Interline transfer CCD, 1/3-inch image format
Support active picture elements
PAL models: 752 H x 582 V
NTSC models: 768 H x 494 V
Sensitivity (3200 K)
Model	 Usable picture 	Usable picture 	Full video
Min:	      (30 IRE)                     (50 IRE)                 (100 IRE)

Day/Night
	
	Usable picture
	Usable picture
	Full video

	Color
	0.32 lx
(0.03 fc)
	0.69 lx
(0.064)
	2.7 lx
(0.26)

	Color + 10 x
SensUp
	0.032 lx
(0.003 fc)
	0.069 lx
(0.0064)
	0.27 lx
(0.026)

	Mono
	0.11 lx
(0.01 fc)
	0.27 lx
(0.026)
	1.1 lx (0.1)

	Mono + 10 x
SensUp
	0.011 lx
(0.001 fc)
	0.027 lx
(0.0026)
	0.11 lx
(0.01)



Horizontal resolution: minimum 540 TVL
Signal-to-noise ratio:  >50 dB
AGC:  Auto - level selectable up to around 25 dB
Auto black On/off: selectable
Electronic shutter:  Flickerless, on/off
Night Sense (XF only):  Auto, forced, off selectable
Day/Night (DN only): Auto, monochrome, color selectable
Dynamic range: 32 x dynamic range enhancement
Dynamic noise reduction: Automatic, off, selectable
Sharpness correction: Horizontal and vertical, symmetrical
Backlight compensation: Off, programmable window and level selectable
White balance: Automatic sensing (2500 to 9000 K), AWB hold and manual
Video motion detector: Four (4) areas, sensitivity selectable
Video output: Composite video 1.0 Vpp, 75 ohm
Support remote control on Bi-directional communication
Internal synchronization feature 
Varifocal: Manual zoom and focus adjustment
Iris control: Automatic iris control

Viewing angle;
3 to 9 mm 
Wide 90.3º x 66.4º (H x V)
Tele 31.9º x 23.9º (H x V)

Camera should be supplies with full pack and including tilt/dark housing all accessories
