“Annex 5”

Speed Dome Camera
(Recommended for North and Southern Doors)

Imager: 	1/4 in. Exview HAD CCD
(752 x 582 PAL)/(768 x 494 NTSC)
Lens:		 36x Zoom (3.4 –122.4 mm)
 F1.6 to F4.5

Focus Automatic with manual override

Iris Automatic with manual override

Field of View 1.7° to 57.8°

Video Output 1.0 Vp-p, 75 Ohm

Gain Control Off/Auto (with adjustable limit)

Synchronization Line-Lock (–120° to 120° vertical phase adjust) or internal crystal

Aperture Correction Horizontal and vertical

Digital Zoom 12x

Horizontal Resolution 540 TVL (NTSC, PAL) typical

Sensitivity (typical)     		30 IRE          				      50 IRE
Day Mode
SensUp Off 0.66 lx 1.4 lx                        SensUp On (15x) 0.033 lx 0.083 lx

Night Mode
SensUp Off 0.166 lx 0.33 lx   	            SensUp On (15x) 0.0065 lx 0.0164 lx

Electronic Shutter Speed (AES):   1 to 1/10,000

SNR >50 dB

White Balance: 2000 K to 10,000 K
5 F1.6, 1/60 (1/50) shutter, max AGC.
Dome housing for the Camera tilt/(dark one)

All Cameras should be supplies with full pack and including housing with all accessories
